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WHAT IS pOlylaC ?

Polylac is an ecological multi-layered
. |decorative panel, with the highest scratch
| 'and heat resistance on the market. It also
| has the highest gloss level in the industry
with a mirror like reflection.

Polylac panel is made by pressing a
high-density decorative paper to MDF.
A specially developed bio-optimised
transparent PET film is then laminated
on the surface to protect it from external
factors.

Protection layer

Bio-optimised transparent PET film

High density decorative paper

MDF
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polylac IS PERFECT FOR
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living room

€
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kitchen bathroom

| bedroom
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hotel
furniture

=

office
furniture

cabinet
door

i

wall
panelling

FEATURES

* 100% PVC free,

¢ High gloss with mirror like finish,

e Scratch, stain & heat resistant,

« Smooth surface and depth effect,

» Cuts without cracking or chipping,

* Very easy to clean and maintain,

* Elegant European designs,

* Matching acrylic and ABS edge tape,

* Two-toned brushed aluminum
with color edge tape.
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Group 1: SOLID COLORS

Polylac panel dimensions (mm): 18 x 1220 x 2800 / 08 x 1220 x 2800
Matching edgebanding: ABS, acrylic, two-toned acrylic

9511 9520 9525 9527 9530 9540 9545 9570

Group 2: WOOD GRAIN COLORS

Polylac panel dimensions (mm): 18 x 1220 x 2800 / 08 x 1220 x 2800
Matching edgebanding: ABS, acrylic, two-toned acrylic
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9120 9121 9122 9130 9131 9132

9150 9151 9152 9160 9161 9162




Group 3: FANCY COLORS

Polylac panel dimensions (mm): 18 x 1220 x 2800
Matching edgebanding: ABS

9210 9211
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9265 9266 9267 9268
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Gloss level (60° angle) 99 GU EN 14323 part 5.13
-——_
Assessment of surface resistance to wet heat (100°C) 5 (No change) EN 12721:09
-——_
Surface abrasion resistance 4500 rev. (Class 4) EN 14323 cls. 5.9
-——_
Test of water steam resistance 5 (No change) EN 14323 cls. 5.11
-——_
Assessment of surface resistance to chemical cold liquids 5 (No change) EN 12720:10

(Acetic acid, acetone, ammonia solution, citric acid, cleaning agent, etc.)

Bending strength (*) 32 N/ mm? EN 310

Surface soundness (tensile strength) (*) 1,36 N/ mm? EN 311

Thickness tolerance +0,5 mm Gizir

Cold check (40 cycles, 1 h 60°C, 15 min. room temp.,

1 h - 30°C, 15 min. room temp.) No damage

- (*) These values are weighted average of the test results.
- Above test results (1, 3, 4, 5, 6, 7, 8, 10, 11, 12, 13, 14) are made by TUV Rheinland; 2, 9 and 17 are made by TSE.
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